
 

SCALE: SHEET:
2/1 1/1

ANGLES ±1° UNIT: 

REV: A

PART NO.:

TITLE:

X:X    ±0.25

X:XX   ±0.10

X:XXX  ±0.05 DR:

CHKD:

APPD:

DWG NO.:

APPDDATEDESCRIPTIONECN NO.REV.

RELA

mm

TOM

Mechanical:
2010/07/15

RoHS
2002/95/EC

NOTES:
PCB JACK Specification
1.Insulation Resistance:500MΩMIN @ 500 VDC
2.Withstanding Voltage:AC1000V 50Hz or
  60Hz 1min.
3.Durability:600 Mating Circles MIN.
4.Gold Plating:

  (Gold Flash;1.5;3;6;15;30;50)U" Inch

Physical char:

1.HousingL Dupont Nylon(UL94V-0).Sodering
  Temperature: 260℃ For4 Sec.
2.Color: Black Color
3.Spring Wire:
  0.35mm Thickness Phosphor bronze Gold
  Plating  Over Nickel
4.Shield: Brass plating Nickel

ENVIRONMENTALl
1.Storage Temperature:  -40℃ To +85℃
2.Opertion Temperature: -40℃ To +85℃
3.Wave Soldering Temperature:

  255℃～265℃(5～10Seconds)
4.RoHs Compliant.
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